Thinkpad Maintenance Disk 1.89 Installation

      The maintenance disk version 1.89 can be created onto floppy disk media and USB memory key / flash drive media.  The usb creation utility can be run under Windows XP and Windows 7. The floppy disk creation utility can be run under Windows XP. You will get and error message if attempted under Windows 7.

File Extraction
Double click the downloaded file and follow prompts:
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Setup - Maintenance Diskette and Maintenance Key =

Welcome to the Maintenance
Diskette and Maintenance Key
Setup Wizard

‘This willinstall version 1.88(I7TM37US) on your computer.

Itis recommended that you dose al other appications before:
continuing,

Clidk Next to continue, or Cancel to exit Setup.
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License Agreement

Please read the following importart irfommaton before continuing.

Please read the following License Agreement. You must acoept the terms of this
agreement before cortinuing with the insalation

Lenovo License Agreement

505000901 04/2007

[This Lenovo License Agreement the *Agreemert”) appies o each Lenovo

|Software:
Product that You acqure, whether it is prenstalled o or included with a

Lenovo hardhare produc, acquied separately. or dowrloaded by You from 2

Lenovo Web st ora thrd party Web ste approved by Lenovo. f also applies

o any updates or paiches to these Software Products

D=
I do not accept the agreemert

| [
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Setup wilnstal Maintenance Diskette and Maintenance Key into the following
Folder.

To continue, cick Next. If you would ke to selecta different folder, cick Browse.

C- DRIVERS Waintenance Disketie\7im32us]

Atleast 2.2 M8 of free disk space i required.
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Please read the folowing important nformation before continuing.

Vhen you are ready to continue with Setup, cick Next.

[Please make the Maintenance Diskette or Maintenance key under Maintenance
Ipiskette and Maintenance Key instalation drectory.

[Please refer the readme fle under Maintenance Diskette and Maintenance Key
nstallation directory or the folowing nstruction.

IHow to make Maintenance Disket

1. Connect the foppy disk to the system.
2 Exeaute I7TM3US.EE
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Completing the Maintenance
Diskette and Maintenance Key
Setup Wizard

Setup has fished instaling Maintenance Diskette and
Waintenance Key on your computer.

Cick Frish to et Setup.

Back Frish





Folder and file structure
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Contents of Readme file
FILE: README.TXT

TITLE

    Make Maintenance Diskette and Maintenance Key

------------------------------------------------------------------------------

CAUTIONS :

------------------------------------------------------------------------------

RESTRICTIONS :

------------------------------------------------------------------------------

How to make Maintenance Diskette:

  1. Connect the floppy disk to the system.

  2. Execute I7TM37US.EXE  Red Arrow 

------------------------------------------------------------------------------

How to make Maintenance Key:

  1. Connect the USB memory key to the system.

  2. Execute USBFMTPW.EXE.  Green Arrow

============== End of Letter================================
Error message when attempting to run Floppy disk creation utility under Windows 7

[image: image7.png]ARDI must be run under DOS, Windows 95, Windows NT 4 or Windows.
200.





Right Click the executable and force executable to run in WinXp

Compatability mode.
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General | Compatiilty | Securty [ Detais | Previous Versions

Fyou have problems with this program and t worked corectly on
an catier version of Windows, select the compatbilty mods that
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Help me choose the settings
Compatibity mode:
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Settings

[] Runin 256 colors.
|| EIRunin 640x 0 screen resction |
7] Disable visual themes
[ Dable desktop compostion I
[T Disable display scaling on high DP! settings I

Priviege Level
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USB Memory Key creation
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Maint Disk Useage

NOTE :

For systems that employ 7 digit model and type, use Type 20 

For systems that employ  10 digit model and type use Type C0 
[image: image12.png]Enter the Device Type number.

(ex. B8 or E@ - CPU Card Serial Number

28 or CB - System-unit Serial Number
38 or DB - DC/DC Card Serial Number
48 or B8 - System board Serial Number)




Failure to select the correct Device Type Model will result in failure of the Maint utility to correctly update the system-unit serial number

__________________________________________________________________________

Insert Floppy disk or USB memory key into machine being worked on.

Hit Escape Key at Thinkpad Screen
Diagnostic boot will appear. If this does not, reboot and try again.
Main menu appears:

Select #1 Set System Identification

Hit Enter

Personally, I like to remove the serial number from bios before updating, so

Press #3 

Type 20 or C0 depending on model 

Hit enter
Select #1 Hit Enter

Type in “20” or “ C0” for System Serial Number

Hit Enter

For Device type 20 machines, use Note 1 

For Device type C0 machines, use Note2
Note1: When updating the system unit serial number, the information must be entered in the following syntax (All alphabetic characters need to be entered as CAPITALS):
1S26474AU78F12345 where, “1S” precedes Type number, Model, and then Serial number. The total number of entered characters is 16.  

Note2: When updating the system unit serial number, the information must be entered in the following syntax (All alphabetic characters need to be entered as CAPITALS):
1S20AC0018US12345678 where, “1S” precedes Type number, Model, and then Serial number. The total number of entered characters is 20
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TTTT ... Machine Type.
MMMM ... Model Type.

cc ... Country Code.
$38383SS ... Serial Number.

Enter the Long Serial Number.
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Machine Type = 4 digit

Model Type = 4 digit

Country code = 2 digit

Serial number = 8 digit

_______________________
Hit Enter
Then Select #9 to exit to Main Menu

Choose Option 4 to set UUID

If a previously stored valid UUID is present in bios, the utility will report a UUID is already stored. If no UUID is present, a valid UUID will be generated and displayed.

Press Enter to exit the UUID utility and F3 then Enter to exit and reboot the Thinkpad. 

